
 trouble free installation.

Rooflight's can be very heavy and of awkward shape and size
Extreme care must be taken during handling, lifting and installation.
Full consideration should be given to how you will safely transport your
rooflight product from the delivery vehicle to the installation location. 

Taking the time to carry out these operations correctly will ensure that 
the product does not twist or distort making sure that the installed product
has no undue stresses in the frame or glass.

Installation Manual for Fixed Flat Rooflight

Thank you for purchasing an Overhead Glazing Rooflight. In order to ensure that it gives 
you many years of service it is important that before commencing any work you read 
these instructions fully and ensure that they are strictly followed for a successful and 
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Low Module Silicon

Tools Required:

Drill 3mm Drill Bit Glazing packers

Box content:

Butyle tape Screws
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Installation Procedure:

1. Check size of rooflight and the size of the external kerb to make sure the rooflight 
will fit over the kerb.

Note: The overall rooflight frame should be 25mm-30mm bigger than the external 
kerb dimension. The rooflight must not be forced down over the kerb as this will cause
the frame to twist which may adversely affect the glass.

2. Check that the kerb has been constructed with a min 5 degree fall to help shed water 
and that the kerb top is level and in one continuos plane.

Page 3 of 4



3. Position one or two beads of butyle tape to the underside of the fixing frame.

Alternatively, silicone can be used but this is no supplied with the rooflight

4. Position the rooflight onto the top of the kerb ensuring the butyle or seal is in
full contact with the kerb top around the full perimeter.

5. Using the fixing screws suppl;ied, fix the frame to the kerb through the fixing
holes pre-drilled in the lower part of the frame. Make sure to pilot drill the kerb
fixing holes with the drill bit so that the stainless steel screw heads do not 
shear off.

6. Remove all protective film from the rooflight. The protective film has no UV
 protection and  will become brittle and difficult to remove over time.
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